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Abstract—Electron beam based radiation sources provide elec-
tromagnetic radiation for countless applications. The properties of
the radiation are primarily determined by the properties of the
electron beam. Compact laser driven accelerators are being devel-
oped that can provide ultrashort electron bunches (femtosecond
duration) with relativistic energies reaching toward a GeV. The
electron bunches are produced when an intense laser interacts with
a dense plasma and excites a large amplitude plasma density mod-
ulation (wakefield) that can trap background electrons and accel-
erate them to high energies. The short-pulse nature of the acceler-
ated bunches and high particle energy offer the possibility of gen-
erating radiation from one compact source that ranges from co-
herent terahertz to gamma rays. The intrinsic synchronization to
a laser pulse and unique character of the radiation offer a wide
range of possibilities for scientific applications. Two particular ra-
diation source regimes are discussed: coherent terahertz emission,
and X-ray emission based on betatron oscillations and Thomson
scattering.

Index Terms—Electromagnetic radiation, electron accelerators,
lasers, plasmas, X-rays.

I. INTRODUCTION

ASER-DRIVEN, plasma-based accelerators [1] hold
L the potential of becoming compact alternatives to con-
ventional radio-frequency-based linear accelerators (linacs).
Accelerating gradients in the 10-100s of GV/m have been
measured in laser wakefield accelerator (LWFA) experiments
[2]-[8] which are three orders of magnitude higher than in
conventional linacs. In the self-modulated LWFA regime,
acceleration of electrons has also been demonstrated, [2]-[8]
with bunches containing up to several nC of charge and en-
ergy spectra characterized by a Boltzmann-like distribution
with an equivalent temperature ranging from the few MeV
to tens of MeV. In this regime, the laser pulse is modified
during its propagation in the plasma leading to large amplitude
plasma waves capable of trapping and accelerating background
plasma electrons. Work is also under way to produce narrow
energy spread beams using laser triggered injection techniques
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[9]-[14] and via control of the plasma properties (transverse
and longitudinal) and laser parameters. Recent experiments at
Lawrence Berkeley National Laboratory (LBNL), Berkeley,
CA, have demonstrated the production of narrow energy spread
(few percent), high energy (~100 MeV), high charge (~0.5
nC) electron bunches from a self-modulated LWFA that used a
preformed plasma density channel [15]. Narrow energy spread
electron bunches were also observed in the U.K. and France
[16], [17].

Although the use of laser-plasma accelerators for high en-
ergy physics applications will require performance well beyond
todays achievements, several applications with less stringent
beam property requirements are becoming possible. One of
these is radio-isotope production through (-, n) reactions with
laser accelerated bunches [18], [19], which only requires a
sufficient number of electrons with energy in excess of 10s of
MeV, a condition that is relatively straightforward to obtain
using LWFAs. Two other applications are being explored which
exploit the short-pulse nature and high charge of the acceler-
ated bunches. The first is the production of coherent terahertz
(10'? Hz) radiation when femtosecond electron bunches cross
the plasma-vacuum boundary and emit transition radiation
[20]-[22]. The second aims at the generation of femtosecond
X-ray pulses, which are produced by the betatron radiation
emitted as the electron beam propagates through the plasma,
or via Thomson scattering of an intense laser off the electron
beam. These latter applications are the focus of the present
paper.

The first part of this paper provides an overview of recent ex-
periments [20], [22] and theory [21] on generation of coherent
terahertz radiation. This electron beam-based radiation source
relies on two novel components: extremely dense, sub-ps elec-
tron bunches produced with a compact laser-plasma acceler-
ator, and the production of coherent transition radiation by these
bunches at the boundary between a plasma and vacuum. This
source has the potential for generating up to tens of pJ per pulse,
several orders of magnitude beyond conventional THz radiation
sources. The theory of transition radiation generated by a rel-
ativistic electron bunch crossing a plasma-vacuum boundary is
summarized in Section II-A. Sections II-B-II-F discuss the ex-
perimental setup and present evidence for the coherent nature of
the radiation at a frequency of 94 GHz and in the 0.3-19 THz
range, polarization measurements, and preliminary frequency
spectrum measurements. Using these preliminary spectral mea-
surements, bunch durations on the order of 30-50 fs are inferred.
Also compared are the measured and calculated total radiated
energy. Methods for increasing the radiated energy beyond what
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has been achieved in the present experiments are discussed in
the conclusion.

The second part of the paper discusses two methods for gen-
erating femtosecond X-ray pulses. The first method relies on
the emission of betatron radiation, i.e., synchrotron radiation
emitted as the accelerated electrons undergo betatron oscilla-
tions within a plasma channel [23], [24]. These betatron oscil-
lations are due to the radial electric field component of the large
amplitude plasma wave (wake) excited within a plasma channel,
the axial component of which is responsible for electron accel-
eration. This process can occur in both laser-driven and electron
beam-driven plasma based accelerators. Betatron radiation from
aplasma driven by an intense electron or laser beam has recently
been observed [25], [26]. Section III-A presents the theory de-
scribing the betatron radiation mechanism, various scaling laws,
and examples of the design of such an X-ray source.

Alternatively, X-ray radiation may be produced via Thomson
scattering (TS) using an external laser pulse [27]-[33]. The
first demonstration of the generation of subpicosecond dura-
tion X-ray pulses using TS at the Beam Test Facility of the
Advanced Light Source at LBNL [28]-[30]. The scattering
geometry was configured for 90° [34] so that the generated
X-ray pulse duration of 300 fs (FWHM) was determined by the
convolution between the laser pulse duration (100 fs) and the
crossing time of the laser across the tightly focused electron
beam (200-250 fs). The number of X-rays and peak brightness
of the 90° TS source experiments at LBNL were in part limited
by the fact that the laser beam only interacted with about a
100-fs-long electron beam slice (or 0.3% of all the available
electrons), as well as by the relatively high transverse emittance
of the electron beam and low peak laser power used in the
experiment. To increase the photon yield and source brightness,
high quality femtosecond electron bunches are needed to enable
femtosecond X-ray production through 180° laser backscat-
tering [35]. As indicated above, laser driven accelerators are
now capable of producing such intense femtosecond electron
bunches. Section III-B presents the theory describing the
Thomson scattered radiation spectrum, and presents examples
of TS X-ray sources for various electron energy distributions
produced by laser-plasma accelerators.

II. COHERENT TERAHERTZ RADIATION FROM LASER
ACCELERATED BUNCHES

Laser-triggered solid-state based sources of THz radiation
have been developed that rely on switched photoconducting
antennas (e.g., [36] and the references therein) or optical
rectification of femtosecond pulse trains [37]. Large aperture
biased GaAs structures, operated at 1-kHz repetition rate, have
produced on the order of 0.5 pJ/pulse [38]. Most other sources
using either laser switched structures or optical rectification
have operated at high frequency (10s of MHz) with yW-mW
level average power. Coherent transition radiation from laser
accelerated electron bunches has been measured at the L’ OASIS
facility of LBNL [20] and energies near the 100 nJ/pulse were
observed. The measured energy was limited primarily by the
small collection angle ( «~~ 100 mrad) and the small transverse
size («~ 100 pum of the plasma).

A. Transition Radiation Theory

Modeling of the radiation process can be done by assuming
that the plasma (with dielectric constant € = 1 — w? /w?, where
wp and w are the plasma and radiation frequencies, respectively)
is equivalent to a conductor with a sharp conductor-vacuum
boundary. The transition radiation will be generated by electron
beam induced polarization currents at plasma densities below
the critical density (where w;,, = w) for the radiation wavelength.
The plasma density profile used in the experiments discussed in
Section II-B had a sufficiently large gradient such that the di-
electric constant satisfied |¢| > 1 within a distance on the order
of a skin depth, and therefore, the plasma can be well-modeled
as a conductor for frequencies w < wy,. In addition, provided the
plasma scale length is short compared to the radiation formation
length, the dielectric interface radiates as if it were a sharp di-
electric-vacuum boundary.

The energy radiated, per unit frequency dw and per unit
solid angle df2, from a single electron traversing the dielectric
boundary is given by the well-known result [39]-[41]
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where 6 is the observation angle with respect to the electron tra-
jectory (assumed to be normal to the plasma surface and along
the z-axis), u = ywv/c is the electron momentum normalized to
mec, c is the speed of light, m,. is the electron rest mass, and
re = e?/me.c? is the classical electron radius. The radiation
pattern is zero along the axis (# = 0) and peaks at a radiation
cone angle of § ~ 1/~ (assuming « > 1). The differential en-
ergy radiated by a single electron d?>W, /dwd() is independent
of frequency. In practice, however, the maximum wavelength ra-
diated will be limited, for example, by the physical dimensions
of the system, as will be discussed below.
Integrating over solid angle d) = 27 sin 6df yields
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which, in the highly-relativistic limit v > 1, reduces to
dW,/dw =~ (2/m)r.me.cln(vy). The radiation from the beam
of electrons sums incoherently for wavelengths short com-
pared to the bunch length, i.e., Wirgr =~ N,W,., where N,
is the number of electrons in the bunch, and a monoener-
getic, divergenceless beam was assumed. For wavelengths
long compared to the bunch length, the radiation sums coher-
ently, i.e., Werr ~ Nl?Wﬁ. In particular, the total coherent
radiated energy over all angles and frequencies is given by
Wiot =~ (47"87716(:2)Nb2 In(v)/Amin, assuming v > 1, where
Amin 18 the minimum wavelength for which the bunch radiates
coherently and is determined by the electron bunch dimensions,
as will be discussed later. The total coherent energy can be
written in practical units as

Wiot[J] ~ 3.6 x 1072(QnC])* In(y)/Amin[pm]  (3)

where () is the bunch charge. For example, Q = 5 nC (N, =
3.1 x 101%), v = 10, and Apmin = 200 pm give Wioe ~ 10



mJ, which is several orders of magnitude beyond that of con-
ventional sources.

The above can be generalized for the case of an arbitrary
electron beam momentum distribution including the effects of
coherence and the transverse size of the dielectric structure
(diffraction from the plasma edge). Assuming a normalized
energy distribution of the electron beam g(u), the differ-
ential radiated energy by a bunch travelling normal to the
plasma-vacuum boundary is [21]
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is the Fourier transform of the electron beam spatial distribution
f(7L, z), or spatial form factor, k is the radiation wave vector,
and

D =1— Jo(busin §)[bK:(b) + b*Ko(b)/2]
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is the correction due to diffraction from the transverse edge of
the plasma. Note that (5) assumes that there are no correlations
between position and momentum. The parameter b = kp/u de-
scribes the relative influence of the transverse boundary (i.e.,
the ratio of the transverse size of the plasma p to the trans-
verse extent of the self-fields of the relativistic electrons ~ ),
and Ky, K1, Jp, and J, are Bessel functions. For large trans-
verse size (i.e., b > 1), D ~ 1, and the coherent radiation is
well-described by transition radiation. For b ~ 1, (i.e., trans-
verse plasma size small compared to the effective source size
) diffraction effects will strongly modify the radiated energy
spectrum.

The degree of coherence in the bunch will be determined by
the form factor (5). For a bunch with an uncorrelated Gaussian
spatial distribution, the spatial form factoris F' = F'; F}, where
F. = exp[—(koysin6)?/2] and F|| = exp[—(woy/v)?/2],
with o, the root-mean-square (rms) transverse bunch radius
and o), the rms longitudinal bunch length. Fullycoherent emis-
sion in both the transverse and longitudinal directions requires
F ~ 1. This condition is satisfied when o sinf and o are
much less than the radiation wavelength. Measurement of the
energy spectra of the transition radiation therefore provides a
method for obtaining information about the spatial and temporal
distributions of the electron beam.

As (4) indicates, the finite transverse extent of the plasma
produces a wavelength dependence in the differential energy
for fullycoherent radiation. The spectral content of the radia-
tion is no longer constant, as is the case for transition radia-
tion from a fullycoherent beam traversing a boundary of infi-
nite transverse extent, and the spectrum is strongly modified by
the diffraction effects for b ~ 1 (i.e., A\ ~ p/v). Distortion of
the spectra increases with higher beam energy, and the spectra
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are suppressed for decreasing transverse size. For large trans-
verse size (b > 1), the fullycoherent spectra becomes constant
(i.e., the limit of transition radiation from an infinite transverse
boundary). In general, the spectral region of coherent radiation
is approximately 2o, < A < 27p/u, where the lower bound
is due to longitudinal coherence [F' in (4)], and the upper bound
is due to diffraction effects [D in (4)].

Using (4), and assuming b >> 1, the total coherent radiation
energy into a small collection angle 6 < 6.1 < 1/(u), and for
a bandwidth Aw/w is

Weorr = mec? (re [A)Nif (Aw/w)bz, (u®)?

coll

(N

assuming (u?) > 1. Laser-plasma generated electron beams
in the self-modulated regime can be characterized by a Boltz-
mann momentum distribution g(u) = wup'exp[—u/ur],
where wur is the temperature of the distribution. The
amount of radiated energy in the collection-cone half-angle
Becon < 1/ur < 1 and frequency bandwidth Aw/w is given
by AWerr =~ 4mec?(re/AN)NZ(urbeon)*(Aw/w). For ex-
ample, AWecrr = 30 puJ within 6.,;; = 50 mrad for a 1.5 nC
bunch with temperature ur = 9 in a bandwidth 0.3-3 THz.
Due to the strong dependence on electron energy and angle,
Worr o (70con)?, the measured energy can easily be in-
creased by increasing either the electron energy y or the cone
angle 6.1 of the collection optics (for Ocon < 1/{u)).

B. Experiment

The experiments described in this paper used the short-pulse,
high-peak power and high repetition rate Ti:Alo O3 laser system
[18] of the L’OASIS facility at LBNL. Low-energy laser pulses
(of wavelength A ~ 0.8um) from a Ti:AlyO3 laser oscillator
were first temporally stretched, amplified to 1 J/pulse level, and
then compressed using a grating based optical compressor. Fol-
lowing compression, the laser beam was focused to a spot size
w = 6 pm with a 30-cm focal length (F/4) off-axis parabola
onto a pulsed gas jet. The peak power P of the laser was varied
through both the pulse duration and laser energy. At optimum
compression [55 fs full-width half-maximum (FWHM) dura-
tion], P ~ 8.3 TW, resulting in a calculated peak intensity
I = 2P/ar? ~ 1.5 x 10! W/cm? and a normalized laser
strength ag ~ 8.6 x 1020 \[um]I/2[W /em?] ~ 2.6. The gas
jet was backed with up to 70 bar helium gas. The profile of the jet
had a 1.8-mm flat top at a density of about 3 x 10'? cm~2 with
a ramp of 1-mm-length to zero density on either side (a total
length of just under 4 mm). The plasma density profile, mea-
sured with a folded-wave interferometer using 400 nm wave-
length, 50-fs duration laser pulses, had a typical transverse size
of 100 ym + 15 pm. The layout of the experiment is shown in
Fig. 1.

The charge per bunch and electron beam spatial profile were
measured using an integrating current transformer (ICT) and
a phosphor screen, located 50 cm and 75 cm away from the
exit of the gas jet, respectively. The response of the phosphor
screen (number of counts on the CCD versus deposited charge)
was calibrated against the ICT. The energy distribution was ob-
tained using an imaging magnetic spectrometer [42] and a phos-
phor screen with CCD camera. At a given excitation current of
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Fig. 1. Schematic of the experimental setup. High power laser beam is focused
using an off-axis parabolic mirror (OAP1) onto a high-pressure pulsed gas jet
operating with He at about 70-bar backing pressure. An integrating current
transformer (ICT) is used to measure the charge per bunch of the electron beam
produced in the laser ionized gas jet. A double focusing magnetic spectrometer
is used to measure the electron beam energy by scanning the magnet excitation
current. Radiation is collected with the use of a second off-axis parabola
(OAP2) with a hole in the middle to transmit the high-power laser beam and
electron beam. OAP2 collimates the radiation, which is transmitted through a
silicon window and then focused using OAP3 onto the bolometer. This optical
system collects radiation with angular direction between 80 and 300 mrad from
the laser axis. Measurements of the radiated energy in a 30-mrad solid angle
were done by focusing the radiation onto the bolometer using a metal coated
spherical mirror with a 50-cm focal length, located about 1 m away.
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Fig. 2. Electron energy spectrum dN/dE measured using a double focusing
imaging magnetic spectrometer. Spectrum was obtained by scanning the
excitation current in the magnet and measuring the intensity on a phosphor
screen. For any given current, the momentum acceptance p/p of the
spectrometer was +2%. Each data point represents 10 shots. Spectrum is
reasonably well approximated by a Boltzmann distribution with an effective
temperature of 4.6-MeV.

the magnet, the momentum acceptance of the magnetic spec-
trometer was 6p/p = £2%. A spectrum ranging from 0-50
MeV was obtained by recording the total light yield on the CCD
image (corrected for background counts) for magnet currents
ranging from O to 45 A.

C. Electron Beam Properties

The present experiments were operated using a single laser
pulse to ionize the gas jet and excite a plasma wake that subse-
quently trapped and accelerated background electrons. For the
particular gas jet density profile (absolute gas density and length
of the jet) and laser parameters used in the present experiments,
a typical energy spectrum is shown in Fig. 2 and is reasonably

11

b)

100 mrad

i i
Fig. 3. Electron beam images measured by imaging a 10-cm-diameter
phosphor screen located 75 cm away from the gas jet with a CCD camera,
for laser peak power (a) around 2—4 TW and (b) around 8 TW. Unnormalized
geometric rms “emittance” for the small spot is 0.01-mm mrad, obtained by
multiplying the assumed source size from which the beam originates (6 pm
FWHM, i.e., equal to laser spot size) and a 10 mrad (FWHM) divergence angle.
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Fig. 4. Electron beam divergence versus laser pulse duration. Laser pulse
duration was varied by changing the distance between the gratings in the pulse
compressor and the duration was measured using a single-shot second order
autocorrelator. Each data point represents 10 shots.

well approximated by a Boltzmann distribution with a temper-
ature of 4.6-MeV.

The electron beam profile was found to be dependent on laser
power. Two typical images of the electron beam on the phosphor
screen in the accelerator operating regime for which the data
were taken are shown in Fig. 3. The beam divergence versus
laser pulse duration is shown in Fig. 4. The laser pulse dura-
tion was changed by changing the distance between the grat-
ings in the pulse compressor. The asymmetry in the data curve
for points on the left and on the right hand side of the minimum
pulse duration is consistent with previous observations of a de-
pendence of electron yield on the shape of the laser pulse [7],
[43].

For power levels near the maximum power, electron beams
were observed with a divergence less than 10 mrad (FWHM)
[see Fig. 3(b)]. The amount of charge contained in the small
beams was typically about 5% of the main beam and ranged
between 30-50 pC. The energy of this part of the beam was
not measured separately. However, the shot-to-shot fluctuation
in beam divergence near maximum power was found to be sig-
nificantly larger than for the lower power cases, as can be seen
in Fig. 4 from the relatively larger error bars. In addition, the
pointing varied from shot-to-shot by more than 20 mrad. For
power levels which exceed the critical power for self-focusing
by a factor of 5 or more, the laser self-channeling and particle



trapping processes operate in a highly nonlinear regime, which
likely results in a loss of reproducibility due to sensitivity to
operating parameters. In addition, prepulse effects have been
shown to be important in the acceleration process and the pro-
duction of stable beams [44].

Assuming that the electron beam originated from a spot size
equal to the laser spot size w, a value for an unnormalized rms
geometric “emittance” for the high power case can be estimated
to be 0.17 mm mrad, by simply multiplying the assumed source
size and measured divergence angle. Similarly, low unnormal-
ized “emittance” values between 0.01 and 0.17 mm mrad have
been reported previously [44], [45]. However, prior to inter-
preting this quantity into as electron beam emittance value, as
commonly used for conventional accelerators, a thorough un-
derstanding of all phase space properties of the beam is re-
quired, including energy (mean and spread) and bunch length,
as a function of propagation distance. Upon exiting the plasma,
the high-density electron bunch is subjected to significant space
charge forces that can result in transverse beam blowup as well
as modifications to the longitudinal bunch shape and energy dis-
tribution. In general, longitudinal space charge forces are ex-
pected to lengthen the bunch, thereby reducing the density and,
consequently, the effect of transverse space charge forces while
the beam is propagating through vacuum [46], [47]. Also, the
large energy spread can result in ballistic spreading of the elec-
tron bunches since fast electrons would out run the slower ones.
More complicated modifications of the energy distribution and
correlations in momentum and physical space can still occur
however, complicating the interpretation of the data. As an ex-
ample, if the bunch initially has slow electrons in the front and
back, and fast electrons in the middle, bunch compression can
occur during the propagation resulting in a temporary increase
in space charge forces. Detailed measurements of the energy
(mean and spread), bunch length, and transverse characteristics
of these low-divergence beams are needed to fully understand
their behavior during propagation in vacuum and to properly
assign an emittance value. Pepper pot based measurements of
electrons that were energy filtered around 55-MeV have recently
been carried out in a similar laser wakefield setup and indicate
a normalized emittance of 3m-mm mrad at the spectrometer lo-
cation [48].

D. Radiation Measurements

The radiation measurements covered a range 0.3—19 THz
using a liquid helium cooled bolometer. To verify the depen-
dence of radiated energy on collection angle, two different
setups were used. In the first setup, with a collection angle of
30 mrad, radiation was reflected out of the vacuum chamber
through a window using a 5-pm-thick metal-coated nitrocellu-
lose foil 30 cm from the gas jet. Incoherent transition radiation
will also be generated when the beam propagates through this
foil. The incoherence is due to bunch lengthening [47] and
increased transverse beam size at that location, as measured
with a phosphor screen. The radiation then propagated in air
and through laser beam attenuators, and was focused with
an F/30 metal coated spherical mirror onto a cooled (4.2 K)
Si-based bolometer, equipped with an internal 3-THz low-pass
filter, to measure the radiated energy. The spectral transmission
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properties of all solid materials used in the terahertz path were
measured using a ZnTe based optical rectification system [49].

To improve collection efficiency, the second setup used an
off-axis 90 ° parabola (effective focal length of 127 mm) to col-
limate THz light onto a second off-axis parabola (effective focal
length of 177.8 mm). After exiting the vacuum chamber through
a silicon window, the radiation was incident on the bolometer
which was positioned in the calculated focal position. Note that
a hole was drilled on axis through the first parabola to allow
the 800-nm laser beam to propagate through it, resulting in a
collection angle (half-cone) covering emission angles between
80 < 6 < 300 mrad. The complete bolometer system sensi-
tivity (volts per incident energy), including a gain factor of the
internal amplifier of 1000 and the bolometer internal collection
efficiency, was calibrated and found to be 1 V of signal per 4.0
pJ of incident THz energy. The total transmission of all mate-
rials in the THz beam path was measured by a far-infrared in-
terferometer in combination with a hot Hg lamp and found to be
2.5 x 1075,

For f.,n = 30 mrad, and electron beams containing up
to 1.5 nC, the measured radiated energy per pulse between
0.3-2.9 THz was between 3—-5 nJ/pulse [20] in the collection
angle. For the setup with collection angle covering 80-300 mrad
angles, the total radiated energy in the THz beam was approxi-
mately 70-80 nJ for electron bunches containing about 0.3 nC.

For the experimental parameters [p = 100 pym =+ 15 pum,
fc.on = 30 mrad (+0 mrad/—10 mrad), 1.5 nC charge, and
ur = 9 (4.6-MeV)] the calculated energy per pulse is 2.3 nJ,
which agrees within error bars with the 3—5 nJ measured exper-
imentally. For the second case, using 0.3 nC charge, frequen-
cies ranging from 0.3 to 19 THz and angular coverage from
80-300 mrad, the calculated energy per pulse is 160 nJ, com-
pared to 70-80 nJ measured experimentally. This is in reason-
able agreement, given the sensitivity of the radiated energy to
bunch length, plasma size, energy distribution, and total charge.

To verify that the radiation is emitted coherently, the bunch
charge was varied by changing either the laser pulse duration or
the position of the gas jet with respect to the laser beam focal
position [7], [18]. The dependence of the peak amplitude of the
bolometer signal versus bunch charge is shown in Fig. 5 and
scales quadratically with charge, consistent with coherent emis-
sion of radiation.

E. Polarization Measurement

Since transition radiation is in principle radially polarized for
an axisymmetric e-beam, a further test of the validity of our
model was carried out by measuring the polarization charac-
teristics of the source. A far-infrared wire-grid linear polarizer
was placed at the entrance plane of the bolometer, where the
THz radiation is brought to a focus. The polarizer angle was ro-
tated from 0° to 180° in steps of 30° and at each position about
30 shots were acquired. Within the error bars, the transmitted
signal was found to be independent of the polarizer angle, con-
sistent with radially polarized radiation.

F. Radiation Spectrum

As a first attempt to obtain spectral information of the THz
source, the total radiated energy was collected in the 0.3—-19 THz
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Fig. 5. Bolometer voltage versus charge per bunch for the 80-300 mrad
collection half-angle. Each dot represents an average of 50 experimental
shots, with rms variation as error bar. Solid line is a quadratic fit to the
data, indicating coherence of the radiated signal. Bolometer (Infrared
Laboratories) had a voltage responsivity S = 2.73 x 10® V/W and
thermal conductivity G = 17.01 pW/K. Since the radiation bursts are
much shorter than the bolometer time constant, T,01, = 0.33 ms, the
detector operates as a calorimeter. The absorbed energy is then given by:
Eubsorbed = GTbholo AViolo/(RMbolo) = 4.0 X AVilo (in pJ), where
R = S x G = 4.64 is the induced voltage per K of temperature rise (in
V/K), AVi,o16 is the height of the voltage pulse (in V), and 9010 ~ 0.3 is the
bolometer efficiency. Radiated energy is Eradgiated = Fabsorbed/ eoll, Where
Neon 18 the overall collection efficiency of the system.

and in the 0.3-2.9 THz ranges (and hence, 2.9—-19 THz range).
This was done with the use of two separate filters that were
inserted between the bolometer window and the bolometer de-
tector element. The first long-pass filter consisted of a thin poly-
ethylene filter with a diamond scattering layer, and had a cut-on
wavelength of 16 pm (19 THz). The second long-pass filter,
made of crystal quartz with a broadband antireflection coating,
had a cut-on wavelength of 103 pum (2.9 THz). Radiation at
wavelengths longer than 1 mm (0.3 THz) was not detectable
with the bolometer owing to its design.

Analysis of the raw experimental data (averaging of several
tens of shots) shows that 22% of the observed radiation was
emitted in the frequency range 0.3-2.9 THz, while 78% of the
radiation was emitted within the frequency range 2.9-19 THz
range. To model this data, the radiated spectrum was calculated
including diffraction (see Section II-A) from a 100-pm radius
plasma column and again using a 4.6-MeV Boltzmann distri-
bution for the electron bunch energy distribution. The spectrum
of the radiation can be calculated from (4) assuming a longi-
tudinal charge distribution and transverse size of the dielectric
(plasma). Fig. 6 shows the calculated spectrum of the radiation
for a Gaussian longitudinal charge distribution with rms length
0, = 13.5 pm and ut = 9, transitioning out of a plasma with a
transverse halfwidth of 100 pum. The short wavelength cutoff is
due to the longitudinal coherence effects (Amin ~ o), and the
long wavelength cutoff is due to the influence of diffraction ra-
diation from the transverse edge of the plasma (Apax ~ p/uT).
For these values of plasma size and electron beam properties, the
spectrum shown in Fig. 6 contains 22% of the radiation emitted
in the frequency range 0.3-2.9 THz, and 78% of the radiation
emitted within the frequency range 2.9-19 THz. An rms bunch
length on the order of 10 pm is consistent with self-modulated
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Fig. 6. Calculated radiated energy versus frequency within 80 < €..,;; < 300
mrad. Measured electron beam energy distribution was approximated using a
Boltzmann distribution with a temperature of 4.6-MeV, the longitudinal electron
beam distribution was assumed to be a Gaussian with 13.5 pm rms length, and
the plasma to have a transverse half-width = 100 pm. For these parameters,
22% of the radiated energy is emitted for frequencies <2.9 THz and 78% of
energy for frequencies >2.9 THz, as measured in the experiment.

LWFA simulations [50], which typically predict electron beam
bunch lengths to be on the order of the laser pulse duration.

III. FEMTOSECOND X-RAY GENERATION

The ultra-short pulse nature of the accelerated electron
bunches produced by a laser-plasma accelerator offers the pos-
sibility of generating femtosecond X-ray pulses. Two different
methods will be considered. The first relies on the emission of
betatron radiation as the electrons propagate through a plasma
channel in the presence of the radial wakefield excited by the
laser pulse. The second method relies on the use of an external
laser to Thomson scatter off the accelerated electron bunch.

A. Betatron Radiation From Plasma Focusing Channels

Betatron radiation will be analyzed starting with the single
particle orbits to calculate the radiation spectrum. The on-axis
radiation spectrum is calculated, as well as the asymptotic be-
havior of the spectrum for large values of the betatron strength
parameter. Examples of the radiated spectrum are given for a
single electron as well as for an electron beam with a Guassian
radial distribution of electrons.

1) Single Particle Orbits: The electron motion in a plasma
focusing channel is governed by the relativistic Lorentz equa-
tion, which may be written in the form du/dct = V(ﬁ, where
® = e®/m.c? is the normalized electrostatic potential of the
focusing channel, u = p/m.c = @ is the normalized elec-
tron momentum, and v = (1 + u?)/2 = (1 — ?)"1/2is
the relativistic factor. Here only the transverse focusing force
of the plasma is considered. Near the axis, r? & r%, the space
charge potential is assumed to have the form b = (fo(l —
2 /r2), such that the normalized radial electric field is £, =
—8@3/87" = 2'i>0r/r(2), where ®, and 7, are constants. The
electrostatic potential is related to the electron plasma density
by V2® = k2(n./ng — 1), where a uniform background of
plasma ions of density ng is assumed. The maximum focusing
field occurs when the plasma electrons are completely expelled
(blown out) from the channel, n, = 0. Notice that in the blowout
regime, B = k;‘;r/2, hence, <i)0/r§ < kf,/4. Assuming the



electron orbit lies in the (z, z) plane, the betatron orbit is given
by

B =~ kgrp cos(kact) (8)
& ~ rgsin(kgct) 9)
B. ~ B.o (1 — k3r3/4) — Boo (k3r3/4) cos(2kget)  (10)

1— k35 /4) ct — Bao (kpr/8) sin(2ksct)

(1)

Z 20+ B0 (

where kg = (2B /7.013)"/? is the betatron wavenumber, 75

is the amplitude (assumed constant) of the betatron orbit, u, =
U0 is the initial axial momentum of the electron (a constant of
the motion), 7.0 = (1 + uzo)l/Z,ﬁzo = w.0/7:0, and zq is
a constant. The above expressions are the leading order contri-
butions to the orbits, assuming k% 375 2/2 < 1. Notice that in the
blowout regime & = k2rg /4, which gives kg = k;,/(2720)"/2.

2) Single Farticle Radzation Spectrum: The energy spec-
trum of the radiation emitted by a single electron on an arbitrary
orbit #(¢) and B(t) can be calculated from the Lienard—Wiechert
potentials [51]

2
d21 ew?

dwdQ

—T/2

Ar2c
(12)

where d*1/dwd() is the energy radiated per frequency, w, per
solid angle, €2, during the interaction time, 7', and n is a unit
vector pointing in the direction of observation. Using the be-
tatron orbits given above, the radiation spectrum can be cal-
culated with conventional techniques [27], [52]. In the limits
720 > 1,607 < 1,and (1+a%/2) /72, < 1, the radiation spec-
trum can be written as ’

2 00 a 2 N2 w2 w2
d};l ilQ: =0 ﬂ( / ann(W,wn)
w n=1 (1 + a% + 73092)
X [a%éz + 4730926’3 — 4a/37z090méz cos gb} (13)
where
dm = Z Jm(az)[t]n-i-Zm—l(aa:) + Jn—l—?m—i—l(am)]
(14)
éz = Z Jm(O‘Z)JnJer(O‘x) (15)
o — n(w/wn)a%/4 16)
(1 +a3/2+ 73092)
o - 2n(w/wn)agy:08 cos ¢ (17)
(14 a3/2+26?)
and
-2 _
R, — sin“[mnNg(w/w, — 1)] (18)

[rnNg(w/wn — 1)]?
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is the resonance function, with w = ¢k is the radiation
wavenumber, w,, = ck,, is the resonant wavenumber for the
nth harmonic, which is given by

2v2ynckg

Wy, = 19
L+ a3/2 4 1207 (19

n is the harmonic number
ag = ’}/zokﬂTﬂ (20)

is the betatron strength parameter, Ng = L/Ag the number of
betatron periods that the electron undergoes, L = cT is the
interaction length, J,, are Bessel functions, and ay = e? Jhe ~
1/137 is the fine structure constant. Here, 6 is the observation
angle with respect to the electron propagation axis and ¢ is the
azimuthal observation angle.

The resonance function R, (w,w,) determines many prop-
erties of the radiation spectrum. Provided the number of beta-
tron periods is large, N3 >> 1, radiation is emitted in a series
of harmonics and is confined in a narrow bandwidth about the
resonant frequency (w = w,,) of each harmonic. The intrinsic
frequency width Aw,, of the spectrum R,, about w,, is given by
Awy, J/wy, = 1/nNg. Furthermore, R, (w,wy,) — Awpd(w —
wn) as Ng — oo. For a single harmonic n, the angular width
Af; about the axis of a cone containing radiation with frequen-
cies in a small bandwidth Aw about w,, is given by

1+ a3%/2 Awy/
2 o B Wn [Wh,

20

Aw < Aw, @1
Aw > Aw,

3) On-Axis Radiation: Of particular interest is the radiation
emitted along the axis, § = 0, where only the odd harmonics are
finite, i.e., the even harmonics vanish. Setting § = 0 in the above
expressions gives, for the nth odd harmonic, o, = 0, a, = «,,
and

d21,,(0 w\? 2Njn’d}
J:af il 0732371(%%)
dhwdQ) Wy, 1 9
(1+4/2)
X [Jn=1)/2(an) — J(n+1)/2(an)]2 (22)
where «, = (w/wn)(aﬁ/ll)/(l—l—a@/Z) and w, =

2nvy20cks /(1 4 a}/2) is the on-axis resonant frequency.

An expression for the number of photons ( N,, ) radiated along
the axis per solid angle, dN,, /dS2, per electron for photons in a
narrow bandwidth Aw about the resonant frequency w,, is ob-
tained by integrating the above expression over Aw and by di-
viding by the energy per photon (Aiw,,)

dN, N Awr 7z0N2n a@
O e (L f2)

X [Tn1y/2(@n) = Tougny a(an))” (23)
where Aw; = Aw for Aw < Aw, and Aw; = Aw, for

Aw > Aw,, with Aw, = w,/nNg the intrinsic bandwidth
and o the fine structure constant. The total number of photons
radiated per electron in the bandwidth Aw about w,, is given by
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multiplying dN,, /692 by the solid angle 27(A#2/2)'/2, where
Afy is given above. This yields

Aw  Ngna?
Ny 2wy — ——L [Ty j2(@n) = Tty j2(n)]?
o (1+a3/2)
(24)
for all values of Aw? < w?.
In the limit a%, < 1, this reduces to N, =~

maf(Aw/wy,)N, 30/23. By integrating the full expression
for d?I/dwdY over all frequencies and angles, one finds that
the total number of photons radiated is given by

Nr = (7/3)asNgaj (25)
assuming a%, < L

4) Asymptotic Behavior: For values of a%, < 1, the emitted
radiation will be narrowly peaked about the fundamental reso-
nant frequency, wi(n = 1). As ag approaches unity, emitted
radiation will appear at harmonics of the resonant frequency
as well: w, = nw;. When ag > 1, high harmonic (n >
1) radiation is generated and the resulting synchrotron radia-
tion spectrum consists of many closely spaced harmonics. Fi-
nite variations in the parameter ag = 7.0kgrg within an elec-
tron beam can broaden the linewidth and cause the spectra to
overlap. Hence, in the asymptotic limit, i.e., ag > 1, the gross
spectrum appears broadband, and a continuum of radiation is
generated which extends out to a critical frequency, w., beyond
which the radiation intensity diminishes.

Asymptotic properties of the radiation spectrum for a?% > 1
and for large harmonic numbers, n > 1, can be obtained with
standard methods. In particular, the asymptotic spectrum along
the axis # = 0, is given by

d?I(0
PIO) 6/ )00y N2 K350

(26)

where ¢ = w/w, and w,. ~ 3agy2,ckp is the critical frequency
(corresponding to a critical harmonic number of n. = Ba% /4).
The function Y (§) = &*K35(€) is maximum at { = 1/2 and
decreases rapidly for £ > 1. Half the total power is radiated at
frequencies w < w./2 and half at w > w,./2.

5) Radiation From a Beam: For a single electron un-
dergoing betatron motion in a plasma focusing channel, the
resonant frequency of the radiation emitted along the axis is
w = 272ynws/(14a%/2). Here, ag = v.0kprp is a function of
both the electron enefgy 7.0 and the radial position of the elec-
trons via the betatron amplitude 3. If a monoenergetic beam
of finite radius is injected into a focusing channel (without any
special tapering), electrons at different radii will have different
betatron amplitudes 7g, different values of ag, and hence,
different resonant frequencies. In general, the spectral energy
density of the radiation emitted by a finite radius beam will be
significantly different from that of a single electron, especially
in the limit ag = 1.

Consider the case of a monoenergetic, axisymmetric beam
in cylindrical geometry in the limit of zero emittance. In this
case, ag = 7.0kgrs represents the normalized radial position
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of the electron, since the initial radial position of the electron at
the channel entrance is assumed to be equal to 7g. The radia-
tion spectrum from a beam, d? Iz /dwdS) can be approximately
calculated from d?I/dwdS2 by multiplying by the electron dis-
tribution function, f., and integrating over both radius (Qﬁ) and
over ¢ (from 0 to 27 for an axisymmetric beam). For an axisym-
metric beam

dzIB(w7g) 2 d(ﬁ * dZI(w7a,3797¢)
dwdQ _/0 %/0 daganfelos) —0q

27)

For simplicity, a Gaussian radial beam distribution f.(ag) =
(2/a2..) exp(—a%/afms) is assumed, where arms = Y0kgms
and 7y, is the normalized rms beam radius.

For a large number of betatron periods, the radial integration
can be approximated analytically. Let

2

SR :/ da@agfem E/ da@a@fBSan(w,a@»,H)
0 0
(28)

where R, is the resonance function. At resonance w = wy,(ap)
or, alternatively, ag = a,(w), where a? = 2[n2v% ckg/w—(1+
v2,0?)]. Furthermore, in the limit Ng — oo, R,, — Aa,8(ag—
a,), where Aa, = ZVEOCkﬂ/(Nga,,w). Hence, for N3 — oo

N 2v2cks

Sp ~ Nyw (29)

felag = ar)Sn(ap = ar).

In this limit, the spectrum of the radiation emitted along the axis
(# = 0) from a Gaussian beam profile is

d?*Ip(0 ny2yNga?
B( ) _Zaffe(ar) 015

dhwdQ (14+a2/2)

X [Jn-1y/2(an) = Ty 2(an)]’ (30)

where the sum is over odd harmonics n and the argument of the
Bessel functions is o, = (n — @)/2, where & = w/2v%,ckg,
i.e., evaluated at a} = a; = 2(n/w — 1).

Using the above expression, other quantities of practical in-
terest, such as the photon flux and brightness, can be calcu-
lated. Assuming that the collection angle, 6,4, is small (6; <
(Aw/w)'? /v < (1/N)'/? /) so that the intensity distribution
is flat over the solid angle AQ, = 762, the number of photons
intercepted in a small bandwidth, Aw, about w and solid angle,
Ay, for an electron bunch with IV, electrons is

d2 I B (0) Aw 2
I —— _’n—ed .
dhwd) w

The average flux in photons per second, Fl,., in the collection
angle #; and with bandwidth Aw, is Np multiplied by the repe-

tition rate, f,ep, Of the laser/electron beam, i.e., Fayve = N7 frep-
The average source brightness is given by

B _ NBfrep _ Nb dle(O) Aw

(21)2r20,° A} dhwdQ w

Np =Ny 3D

(32)

where 7, is the electron bunch radius. The peak flux and
brightness are, respectively, Fox =  Fave/(Tofrep) and
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Fig. 7. Normalized spectrum d*I/dwé<2 versus normalized frequency k=
@/c and angle 6 from a single electron withasz = 2 and N3 = 4 for(a) o = 0
and (b) ¢ = 7/2.

Bpx = Buve/(Tzfrep), Where 7, is the X-ray pulse dura-
tion, which is assumed to be approximately equal to the
electron bunch duration.

The radiation spectra for a single electron with ag = 2 and
from an axisymmetric beam with a Gaussian radial distribution
with a,;ns = 2 are shown in Figs. 7 and 8. The result for a
single electron with Ng = 4 and ag = 2, is shown in Fig.
7, which shows the spectral density d*I/dhwd) (normalized
to ayv%,) versus normalized frequency & = w/2v%,cks and
angle 6 = vz00, for (a) ¢ = 0 and (b) ¢ = /2. The results
of averaging over only ¢ for ag = 2 are shown in Fig. 8(a),
whereas the results of averaging over both ¢ and ag are shown
in Fig. 8(b). The effects of averaging over a s leads to a dramatic
smoothing of the radiation spectrum.

As an example, consder a laser wakefield accelerator pro-
ducing a narrow energy spread electron beam, such as in the
proposed colliding pulse injection method [10], [12], [13], or as
in the recent experiments on the channel-guided LWFA [15].
The high energy part of the electron spectrum is assumed to
exhibit a narrow peak at 100 MeV (3 percent energy spread)
with a total charge of 0.3 nC and a bunch radius of 3 ym. The
plasma is assumed to be 1-mm-long with a density of 2 x 10'°
cm~3, and the wakefield is assumed to be in the blowout regime.
Note that for an electron with a betatron radius equal to the
beam radius (3 pm), ag ~ 26. The expected radiated spec-
trum for a detection angle of §; = 3 mrad, normalized to a
bandwidth of Aw/w = 0.1%, is shown in Fig. 9, as obtained
from (30). At the peak of the spectrum (10 keV), the number
of photons is Ng = 2 x 10* photons/shot and the brightness
is Bave = 6.3 x 106 photons/shot/0.1%BW/mm?/mrad?, as-

n 0D
Fig. 8. Normalized spectrum dI/dwé() versus normalized frequency k=

@/ c and angle 6 after (a) averaging over ¢ with a = 2 and (b) averaging over
both ¢ and a3 with @;ms = 2 and N = 4.
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Fig. 9. Expected spectrum within a 3-mrad detection angle from a 0.3 nC, 100
MeV, 3-pm radius electron beam undergoing betatron oscillations in a plasma
channel with 1-mm-length and 2 X 10'° cm~? electron density.

suming a 3 mrad detection angle and 0.1% bandwidth, as ob-
tained from (31) and (32).

B. Thomson Scattering Using an External Laser Pulse

The analysis of this X-ray source will again start with a dis-
cussion on the orbit of a single electron and the spectrum will be
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calculated in a similar way as for betatron radiation. The scat-
tered spectrum for a single electron will be calculated, as well
as that from an electron beam with finite energy spread. The ob-
tained expressions will be used to design a polychromatic and
quasi-monochromatic source, obtained by scattering off an elec-
tron bunch with a broad (100%) and a narrow (few %) energy
distribution, respectively.

1) Single Particle Orbits: Consider a one-dimensional
(1-D) laser field propagating in the negative z direction with
a normalized vector potential, a = eA/mec2, of the form
a = agcosko(z + ct), which is linearly polarized in the
x direction with frequency wg = cko. Here, the parameter
ag is related to the laser intensity I;, and wavelength g by
ag ~ 8.5 X 10*10)\[,um](IL[W/cm2])1/2. The electron motion
is governed by the relativistic Lorentz equation

du/det = da/0dct — (u/v) x (V x a). (33)
In the 1-D limit, there exist two constants of the motion: u; =
ay andy+u. = Y0+uzo = 7z0(1+6z0)’ where u.q = 'YZOﬁZO
is the initial axial motion of the electron along the positive z
axis and 7.9 = (1 + u2,)'/2. The two constants of the motion
completely determine the electron orbits in the laser field. In

particular

ag sin kon

_ ToSmFon 34
o) ko%o(l + f-0) G
_ V2o (1+5%) =1
z(n) =20+ 2730(1 o) ] n
a? sin 2kgn (35)

a 8kov2y(1 + B20)2

and y(n) = yo, where n = z + ct,y3 =1+ a3/2, and o, yo,
and z are initial conditions.

2) Scattered Spectrum for a Single Electron: With knowl-
edge of the single particle orbits, the Thomson scattered radi-
ation spectrum can be calculated in a manner similar to what
was done for the case of betatron radiation, discussed in the
previous section. In fact, in the limits 72, > 1,0? < 1, and
73 /7%, < 1, the radiation spectrum can be written in a form
identical to (13) with the following substitutions. The betatron
strength parameter ag is replaced by the laser strength param-
eter ap, the number of betatron periods Ng is replaced by the
number of laser periods Ny, and the resonant frequency of each
harmonics is given by

4'yz0nw0
(1+ag/2+720%)

(36)

Wn =

Likewise, the other expressions describing betatron radiation
from a single electron also describe Thomson scattering,
(21)—(26), with the strength parameter replaced by ag, the
number of periods replaced by Ny, the resonant frequency
replaced by (36), and the critical frequency replaced by
we =~ 6agyZywo. Similarly, it is noted that these same expres-
sions also describe synchrotron radiation from an undulator
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Fig. 10. Normalized spectrum d* T /dwéS} versus normalized frequency k and
angle 6 from a single electron with ag = 1 and Ny = 10 for (a) ¢ = 0 and (b)
¢ = 7/2.

or wiggler magnet in the limits 72, > 1,0*> < 1, and
(1 + a2 /2)/v% < 1, when the strength parameter is replaced
by the wiggler strength parameter a,,, the number of periods
replaced by the number of wiggler periods N,,, the resonant
frequency replaced by w, = 272 ncky/(1+ a2 /2 +72,62),
and the critical frequency replaced by w. ~ 3,72k, Where
k., is the wiggler wavenumber.

The radiation spectrum for a single electron scattered by a
laser with ag = 1 and Ny = 10 is shown in Fig. 10. The ﬁgure
shows the spectral density d>I / dhwd$) (normalized to « f’Yzo)
versus normalized frequency k = k /272,ks and angle § =
Y200, for (a) ¢ = 0 and (b) ¢ = 7/2.

3) Spectrum for an Electron Bunch With Finite Energy
Spread: To include the effect of energy spread, the spectral
flux density is integrated over the electron energy distribution,

()

&1,
/ NI Ghoder

Beam emittance is neglected since the angular width of the spec-
trum over the photon energies of interest is much broader than
typical beam divergences.

The electron bunch produced by a LWFA will have a finite
energy spread. The SM-LWFA is typically characterized by a
broad Boltzmann energy distribution. For a standard LWFA
with laser-triggered injection, the energy spread is smaller,
typically a few percent. In the following, f () is assumed to be
slowly varying compared to R, (w,w,,) for fixed w. For fixed
w, the energy width A~,, of the resonance function R,, about
the resonant energy 7, is given by

Tn
Ay, = | d6yR, = 1-
= famm = (550 (

d*I,r
dhwd

(37

2 -1
wb ) (38)

dnwy
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Fig. 11. Normalized spectrum d?I / dwé$2 versus wavenumber & [prm~—1] and
angle € [rad] averaged over ¢ with ap = 1 and Ny = 10. Electron beam is
assumed to have a Boltzmann energy distribution with 5 MeV temperature.

where 6y = v — ,,. Here, the resonant energy -, is found by
inverting the expression w = wy,, i.e.,

oyt 1/2 1 wf2 \ /2
= <4nw0 ) ( 4nwy )
where 72 > 73_ and # < 1 have been assumed. Notice that
in the backscattered direction, A~,, /v, = 1/2nNy. Hence, the
condition that f(vy) be slowly varying compared to R, (w, w,)
for fixed w implies that Avy,, /v, < Avy/v (Avy/7 is the energy
spread of the bunch), or A~y /v > 1/2nNy, which is easily sat-
isfie d for a large number of laser periods No > (2nAvy/v) L.
In the limit of a large number of laser periods (N — o0), R,, —
AY6(y = Yn)-
The above integration over momentum can be simplified by
approximating the resonance function as a delta function, i.e.,
R, (w,wn) ~ Av,6(7 — 7n). Hence, (37) reduces to

(39)

=~ Ay, [ (Yn) S (V) (40)
where d?I,,/dhwdQ = R, (w,wn)S,, and the right side of the
above equation is evaluated at the resonat values: v = ~,, and
Y20 = In-

The radiation spectrum for an electron beam with a 5 MeV
Boltzmann energy distribution scattering against a laser with
ao = 1 and Ny = 10 is shown in Fig. 11.

4) Backscattered Radiation: In the backscattered direction
(6 = 0) in the limit v,, > v, , the spectrum integrated over the
electron energy distribution is given by [53]

dQI T @
== = 20 Novy f () =

2
X [J(n—l)/2(az) - J(n+1)/2(az)]

(41)
where v, ~ (71 /2)(w/nwe)*/? and v, ~ nal/(49%).

5) Low-Intensity Limit (a} < 1): In the limit a3 < 1, only
the fundamental (n = 1) radiation is significant. The funda-
mental radiation spectrum in the backscatted direction, averaged
over the electron distribution, is given by

22T
T = ayNov2 f(yn)ad/2 (42)

dhwdQ
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where 7, ~ (w/4wg)'/?. The total number of photons radiated
over all frequencies and angles is given by

Niot = (7/3)a s NoNyad (43)

where Ny is the number of electrons.

Of particular interest is the photon flux and brightness of the
TS radiation. Assuming that the collection angle, 6,4, is small
(04 < (Aw/w) /2y < (1/N)*? /5) so that the intensity dis-
tribution is flat over the solid angle AQ,; = 7r93, the number
of photons intercepted in a small bandwidth, Aw, about w and
solid angle, A2, for an electron bunch with N, electrons is

d2IT Aw 2
= Nodnodq w "

= 2 voad () 1 =) 2z o
~ 16 b4YoQ o Y="Tn w”d-

Nr

The average flux in photons per second, F,ye, in the collection
angle 6; and with bandwidth Aw, is N multiplied by the repe-
tition rate, f,cp, Of the laser/electron beam, i.e., Fave = N7 frep.
The average source brightness (in photons/s/mm?/mrad?/0.1%
BW) is given by

Fave
Bave = 272
(27r) 75204
- arNoNoaj (w \¥? f=m 2 @)
T 64 wo 7=,

where 73, is the electron bunch radius. The peak flux and
brightness are, respectively, F,x = Fave/(Twfrep) and
Bpk = Bave/(Ts frep), Where 7, is the X-ray pulse duration,
which is assumed to be approximately equal to the electron
bunch duration. Note that the region of validity of (16)—(18) is
for (w/4wo)"/? > ~Ynin, Where Ypnin is the minimum + of the
electrons in the distribution f(7y).

6) Example I: Low-Energy X-Ray Source (<10 keV): Laser
wakefield accelerators operating in the self-modulated regime
typically produce energy spectra consisting of an exponentially
decreasing distribution of electrons, with a total charge of 1-10
nC [20], [22]. A typical radiation spectrum from Thomson
scattering off such an electron energy distribution is shown in
Fig. 12 where the X-ray spectrum is normalized to a detection
angle §; = 3 mrad and a frequency bandwidth Aw/w = 0.1%.
Here, an electron energy distribution function of the form
f(v) < exp(—v/70) has been assumed, with v = 10 and
a total charge of 5 nC, along with a 1 J, 2 ps Ti:AlyO3 laser
focused to a spot size of 79 = 12 pm with ag = 0.32. The
total number of scattered photons calculated from (43) for this
case is Niot ~ 1.7 x 1010, Also shown in Table I are two other
cases: a A = 0.8 um, 1J, 200 ps laser with ag = 0.032; and a
A = 1.064 pm, 1J, 20 ns laser with ay = 0.0043.

7) Example II: High-Energy X-Ray Source (>100
keV): Consider next a laser wakefield accelerator producing a
narrow energy spread electron beam, such as in the proposed
colliding pulse injection method [10], [12], [13], or as in the
recent experiments on the channel-guided LWFA [15]. To
estimate the Thomson scattered spectrum in such an LWFA, the
high energy part of the electron spectrum is assumed to exhibit
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EXPECTED THOMSON SOURCE PERFORMANCE USING A 3-mrad COLLECTION ANGLE FOR THE LOW-ENERGY ELECTRON DISTRIBUTION AND HIGH- ENERGY
ELECTRON DISTRIBUTION; SPECTRUM IN THE LOW- ENERGY CASE IS BROAD, CENTERED AT 5 keV, AND EXTENDING FROM 1 keV TO 40
keV.; THE HIGH ENERGY CASE IS CENTERED AT 60 keV WITH A FEW keV SPREAD

YAG laser Uncompressed beam Partially compressed beam
Laser wavelength [pm] 1.064 0.8 0.8
Laser energy [J] 1 1 1
Laser pulse duration 20 ns 200 ps 2 ps
Laser intensity ag 0.0043 0.032 0.32
Distribution low energy  high energy | low energy  high energy | low energy  high energy
Total number of x-ray photons per shot 1.7 x 106 10° 1.7 x 108 107 1.7 x 1010 109
Flux in 64 (ph/shot/0.1%BW) 33 4400 330 4.4 x 10° 3.3 x 10* 4.4 x 108
Brightness (ph/shot/mm?/mrad2/0.1%BW) 103 1.4 x 10° 10° 1.4 x 107 107 1.4 x 10°
x10°
4.5 T T ; .
4| _
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X—ray phOton energy (keV) Fig. 13. Expected spectrum when scattering off a Maxwellian electron energy

Fig. 12. Expected X-ray spectrum when scattering off a Boltzman electron
energy distribution (with o = 10) within a 3-mrad detection cone. Scattering
laser is assumed to operate at 800 nm and to produce 1 J in 2 ps.

a narrow peak at a high energy (50 MeV) with a total charge of
0.3 nC and an energy spread of 3% (FWHM). The total number
of scattered X-ray photons is Nioy =~ 109, as calculated from
(43), assuming a 1 J, 2 ps Ti: Al O3 laser focused to a spot size
of ro = 12 pm with ag = 0.32.

The spectral width of the peak radiated by a single electron is
dw/w = 1/Ny, whereas the spread in scattered frequencies as a
result of finite electron energy spread A~/ is dw/w ~ 2A~/~.
For a sufficiently long laser pulse with Ny > (2A~/v) 71, the
width of the single electron resonance function R,, will be much
narrower than the width of the electron distribution function. In
this limit the scattered spectrum can be estimated using (44),
and the width of the peak in the X-ray spectrum is determined
by the width of the energy spread of the electrons. The expected
spectrum for a detection angle of §,; = 3 mrad and an electron
beam with a narrow peak at 50 MeV with a 3% energy spread
(FWHM) is shown in Fig. 13.

Three source designs are summarized in Table I. The key
difference between the three cases is the laser that is used

distribution centered at 50 MeV and 3% FWHM energy spread within a 3-mrad
detection cone. Laser is assumed to operate at 800 nm and to produce 1 J in 2

ps.

for scattering. The first case assumes a long-pulse, Nd:YAG,
Q-switched laser operating at 1064 nm and producing 1 J
energy in a 20 ns pulse. The second and third cases use a more
powerful Ti:Al,O3 laser operating at 800 nm wavelength. The
laser, based on chirped pulse amplification, delivers 1 J energy
in a pulse that is either uncompressed (case 2) or partially
compressed (case 3). In all cases, the interaction length is
approximately the Rayleigh length Zr = 713 /A\(Ng =~ Zg/\)
with 79 = 12 pm, such that the total number of photons is
proportional to the laser power. Furthermore, nonuniform pulse
profile effects are neglected [54]. These examples show that
excellent performance of a femtosecond X-ray source with suf-
ficient flux for various pump-probe experiments can potentially
be achieved using a moderately powerful laser.

IV. CONCLUSION

Radiation produced by laser accelerated electron bunches has
been analyzed. In the long wavelength range of the electromag-
netic spectrum (THz frequencies), the ultra-short pulse nature of
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the accelerated electron bunches provides the possibility of pro-
ducing high energy coherent radiation. In proof-of-principle ex-
periments, coherent tranistion radiation emission was observed
when electron bunches with a few MeV mean energy propa-
gated through the plasma-vacuum boundary. Since the radiation
was produced at this boundary, bunch densities, which would
be reduced by space charge effects during propagation of these
low density in vacuum, remained high. Due to the high amount
of charge, this simple source can in principle produce 10s of
wuJ/pulse. Diffraction effects arising from the finite transverse
plasma size can significantly increase the opening angle of the
radiation, limiting the amount of collected energy unless collec-
tion optics with large opening angle can be used. For laser wake-
field accelerators that produce high energy electron beams (i.e.,
much less susceptible to space charge effects), metal foils can
be used as in conventional coherent transition radiation (CTR)
experiments and very high source efficiency can be expected.

In the short wavelength range (X-rays), two mechanisms for
the generation of femtosecond X-rays have been discussed. The
first one relies on the emission of betatron radiation when a rela-
tivistic electron beam propagates inside a plasma channel in the
presence of large focusing fields. The second one uses an external
laser to Thomson backscatter off the relativistic electrons. For 100
MeV class laser wakefield accelerators, betatron radiation X-rays
will be in the few keV range. Thomson scattered X-rays can be in
the 60 keV range using a 50 MeV beam and a laser operating at
0.8 pm. Using TW-class lasers for Thomson scattering and elec-
tronbeamsachievableby presentday laser wakefield accelerators,
photon fluxes from TS (betatronradiation) on the order of 5 x 106
photons/shot/0.1%BW (2 x 10* photons/shot/0.1%BW) are ex-
pected at 60 keV (10 keV) in truly femtosecond duration pulses
(10-50fs). Such a source will have applicability for pump-probe
experiments studying melting, shock propagation, and other phe-
nomena in materials.
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